The data represent on specific water quality monitoring parameters for 40 sampling points at Gudur area and Hydro geochemistry showed as spatial variation diagrams such as pH, TH, EC, TDS, SO 4 , HCO 3 , Ca, Mg, Na and F of Gudur area. The spatial maps show that high concentrations of physicochemical parameters in the North-East (NE) and South-East (SE) directions have been observed. The proper planning and various management activities were carried out with the help of these maps. The Gibbs diagram indicates the rock water interaction and bivariate plots data indicates the silicate weathering processes.
Data shown here can be understanding the spatial distribution of the concentration of the parameters.
To make the comparison with other parameters through scatter plots.
To identify and analyze the processes controlling groundwater chemistry through bivariate plots and Gibb's diagram.
The data can helpful for Environmentalists, irrigation engineers and geologist for water quality management and planning activities.
Data
Water quality data representing the physico-chemical parameters of the Gudur, district of Nellore are shown in Table 1 .0. The water sample location map shown in Fig. 1 .0. The spatial distribution maps are shown in Fig. 1 .1.
Materials and methods
The data were produced from toposheet, ERDAS and Arc GIS 10.1 domains. Location points were traced with GPS. The extended module Spatial Analyst was used to determine the spatiotemporal behavior of the Hydrochemical parameters. The different thematic layers of TH, pH and ion concentrations have been set by a spatial interpolation method through Inverse Distance Weighted (IDW) [1, 2] . In this data, 40 water samples have been collected, analyzed in the laboratory with standard methods. The physico-chemical data shown in Table 1 .0.
Geospatial analysis using inverse distance weighted technique

(pH)
It is one of the most significant operational water quality parameters with the optimum pH required often being in the range of 7.0-8.5.In the concentrated area, three zones Were identified.
(1) Northern part and Western part of the study area occupied ranges between 7.5 and 8.5 and Eastern side contains ranges between 6.8 and 7.1. This shows that the quality of groundwater of is within the desirable limit. The pH concentrations are shown in Fig. 1.1. 
Total hardness
The spatial represent of hardness is shown in two zones, In central part occupied the high concentration ranges between 805 and 809 mg/l and majority of the area occupied ranges between 291 and 720 mg/l. The minimum total hardness value is about 140 mg/l, and the maximum value is about 590 mg/l. The TH concentrations are shown in Fig. 1.1 . The spatial distribution of sulphate indicates the western side and some part of the eastern part contains the less concentration where as the in the majority of Northern part occupied the concentration range between 146 and 160 mg/l.Sulphates occur in natural waters at the concentration up 50 mg/l. the concentration of 1000 mg/l can found in water having contact with certain geological formations such as concentrations of sulphate may be due to the presence of sulphide ore bodies like pyrite, lignite, and coal [3] . The recommended upper limit is 200 mg/l in water intended for human consumption. The sulphate concentrations is shown in Fig. 1.1. 
Fluoride (F À )
The spatial distribution of fluoride 41.5 mg/l concentration shown in southern part and Northern, Central part shown in o 1.5 mg/l. In Over all, majority of the study area the concentration is permissible limit for the drinking purpose [4] . The spatial distribution of Fluoride concentrations is shown in Fig. 1.1. 
Calcium (Ca 2 þ )
The spatial distribution of calcium concentration North western and south western part ranges between 166 and 219 mg/l and North Eastern and South Eastern and north western side contains the ranges between 113 and 166 Mg/l [5] . The calcium concentrations is shown in Fig. 1.1. 
Magnesium (Mg 2 þ )
The spatial distribution of magnesium less concentration must be lies in the North East and South East where as the high concentration in the northern and southern part of the study are [6] . The magnesium concentration ranges from 24 to 250 mg/l. The magnesium concentrations are shown in Fig. 1.1 . The major source of sodium content in the groundwater is due to the presence of feldspar group of mineral [7] . Desirable limit of sodium content in the groundwater is 200 mg/l. Sodium ranges between 60 mg/l and 310 mg/l. The Sodium concentrations is shown in Fig. 1.1. 
Carbonate (CO 3
À )
The spatial distribution of carbonate high concentration in the some part of Northern, Western and central part of the study area o72 mg/l and remaining part may be lies in o41 mg/l [8] . The Sodium concentrations is shown in Fig. 1.1 . 
Bi-carbonate (HCO 3
The spatial distribution of the bi-carbonates presence in some part of the Northern, North western and South Western part of the study area with a value of o246 mg/l and remaining values were occupied in the North East,Central and southern part of the study area. The bicarbonate concentrations is shown in Fig. 1.1. 
Electrical conductivity(EC)
The spatial distribution of the EC is concentration shown in three zones of the Electrical Conductivity can be observed: (1) East, where the electrical conductivity reaches 1400 μS/cm, (2) northwest, where the electrical conductivity ranges between 625and 1050 μS/cm, and(3) central 
TDS
The spatial distribution of total dissolved solids concentration lies in some part of the North eastern, north western apart of the study area range between 853 and 909 mg/l, 573 to 629 mg/l, respectively. The spatial distribution of TDS IS shown in Fig. 1.1. 
Alkalinity
The spatial distribution of alkanity is concentrated highly in the northern and south western part of the study area range between 258 and 303 mg/l and remaining part of the area must be lies in less than 213 mg/l. High alkalinity in natural waters will favor of producers (algae and phytoplankton groups. The distribution of alkalinity are shown in Fig. 1.1 . In Over all, the spatial analysis reveals that the high concentration of physicochemical parameters was observed at North-East (NE) and South-East (SE) directions of the study area.
Bivariate plots
The normalized bivariate plots of Ca2 þ vs. Naþ , HCO3 À vs. Mg2 þ reveal that all the groundwater samples falls in silicate weathering region. It is due to weathering of silicate minerals like biotite, chlorite, muscovite, talc, feldspars and amphiboles Fig. 1.2 [9] .
Gibbs diagram
The Gibbs (1970) diagram reveals that all the groundwater samples falls under rock dominance category ( Fig. 1.3 ) and it can be further supported by normalized bivariate plots.
